 一、 DELL R730-H730MINI阵列卡安装ESXI系统方式说明

1、设置准备工作，准备一个大于32G的USB3.0接口的U盘，下载大白菜并制作U盘启动，下载好ESXI7.0 ISO文件拷贝到U盘的DBC目录下面。DELL 730配置为1块500SSD，打开主机盖板找到主板内置SATA接口，并找到SATA接口旁边一个四口的电源接口，提前准备好网上有卖DELL 服务器4口转SATA电源线。用双面胶把一个大于256G的SSD硬盘粘在电源上方，连接SATA线与电源线。前面面板HDD0，1，2分别安装3个4TB SAS硬盘。服务器接入显示器和USB键盘，一根网线插入IDRAC接口，一根网线插入ETH0接口。开机看到屏幕显示H730阵列卡按CTRL+R进入阵列卡设置，先设置阵列卡为直通方式，进入H730MINI阵列卡设置，用CTRN+N进入下一页，配合TAB键以及上下左右键到页面选择HBA模式点APPLY应用生效。

重启主机按F2进入系统设置里面的DEVICE 设置，找到PHYSICAL DISK MANAGEMENT菜单查看是某所有接入阵列卡的硬盘为NO RADIO模式，假如这个时候没有安装主板内置的SATA接口硬盘的话就进入CONFIG MANAGEMENT，设置一块硬盘作为启动硬盘即BOOTTABLE即可以安装系统从阵列卡中的刚选择的硬盘启动。（如果有主板内置的SATA硬盘作为系统盘的话这个地方不用设置阵列卡的启动硬盘）。进入SYSTEM SETUP 设置主板的启动方式为BIOS启动，（如果安装WIN10以上操作启动方式为EFI模式启动)。开启主板的USB3.0启用以方便有需要用内置USB3.0接口U盘安装系统的需求。
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Integrated RAID Controller 1: Dell PERC <PERC H730 Mini> Configuration Utility

Main Menu « Physical Disk Management

Physical Disk 00:01:00: HDD, SATA, 465.250GB, Non-RAID (Bootable), (512B)

Physical Disk 00:01:01: HDD, SAS, 3.638TB, Non-RAID, (512B)

Physical Disk 00:01:02: HDD, SAS, 3.638TB, Non-RAID, (512B)

Physical Disk 00:01:03: HDD, SAS, 3.638TB, Non-RAID, (512B)

Physical Disk 00:01:04: SSD, SATA, 446.625GB, Non-RAID, (512B)

Physical Disk 00:01:05: SSD, SATA, 118.625GB, Non-RAID, (512B)

Displays the properties of a specific physical disk. For a physical disk, you can perform
0 several operations (such as Rebuild), view basic properties of ... (Press <F 1> for more help)
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Integrated RAID Controller 1: Dell PERC <PERC H730 Mini> Configuration Utility

Main Menu

Configuration Managerent
Controller Management
Physical Disk Management

Hardware Components

Displays the controller status and basic properties of the controller such as product nare,
0 serial number, PCIID, firmware version and NVDATA Version. (Press <F= for more help)

HA: root:192.168.1.154
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Integrated RAID Controller 1: Dell PERC <PERC H730 Mini> Configuration Utility

Main Menu + Controller Management

Discard Preserved Cache
Silence Alarm

BASIC PROPERTIES:
Product Name
Serial Number
Controller Status
Select Boot Device
PCID
PCI Slot Nurber
Package Version
Firmware Version
NVDATA Version

PERC H730 Miri
65403XU
Optimal

Physical Disk 00:

:00: HDD, SATA, 465.250GB, Non-RAID (Bootab -

None
Physical Disk 00

Physical Disk 0
Physical Disk 00:

0: HDD, SATA, 465.250GB, Non-RAID (Boota

Physical Disk $0:01:01: HDD, SAS, 3.638TB, Non-RAID, (512B)

HDD, SAS, 3.638TB, Non-RAID, (512B)
3: HDD, SAS, 3.638TB, Non-RAID, (512B)

3.1511.00-0006

o Selects the primary bootable device. This setting is applicable only for legacy boot mode.





配置IDRAC接口，首先设置NETWORD，启用ENABLE NIC网卡为 ENABLE，设置网卡的静态IP地址。返回IDRAC主界面，找到用户设置一个root管理密码,记住这个管理员密码。
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| System Setup

System Setup Main Menu

System BIOS —_—
IDRAC Settings RINZEBIOSETN
T T bracmmEmaE

Device Settings B IXE

~_

BESIRRAERNRIRE

o Select to configure system BIOS settings.
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| iDRAC Settings

IDRAC Settings « Network

NETWORK SETTINGS =
Enable NIC ODisabled  ®[Enabled]
NIC Selection Dedicated \ J
Failover Network @None
MAC Address 18FBTB:ABSCH1
Auto Negotiation oOff  @On
Auto Dedicated NIC @Disabled O Enabled
Network Speed OM0Mbps  O00Mbps @ 1000 Mbps
Active NIC Interface Dedicated
Duplex Mode OHalf Duplex @ Full Duplex

COMMON SETTINGS
Register DRAC on DNS @Disabled O Enabled

Select Enabled to enable NIC. When NIC is enabled, it activates the remaining controls in
this group. When a NIC is disabled, all communication to and .. (Press <F = for more help)
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| iDRAC Settings

iDRAC Settings « Network

Enable DHCP
Static IP Address
Static Gateway
Static Subnet Mask
Use DHCP to obtain DNS server addresses
Static Preferred DNS Server
Static Alternate DNS Server
IPV6 SETTINGS
Enable IPv6
Enable Auto-configuration
Static IP Address 1
Static Prefix Length

@®Disabled

© Enabled

[162.168.1.60

[162.168.1.1

[255.255.255.0
@ Disabled

© Enabled

[0.0.0.0

[0.0.0.0

@® Disabled
© Disabled

© Enabled
@ Enabled

[64

Select Enabled to allow the Server Administrator to obtain the IPv4 address for the
o IDRAC NIC from the Dynamic Host Configuration Protocol ... {Press <F1= for more help)

Help | About | Exit
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| iDRAC Settings

IDRAC Settings

Media and USB Port Settings
Lifecycle Controller

Power Configuration

Thermal

System Location

User Configuration

Smart Card

Communications Permissions

Remote Enablement

Reset IDRAC configurations to defaults

o Configure Administrator User Configuration.
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| iDRAC Settings

iDRAC Settings « User Configuration

User ID 2

Enable User © Disabled @® Enabl

User Name root

LAN User Privilege Administrator M
Serial Port User Privilege Administrator M

Change Password I

Enter a password with up to 20 characters. The characters are masked. The following
0 characters are supported: 0-9, A-Z, a-z, Special characters: ... (Press <F 1> for more help)

|F3: root:192.168.1.154




安装系统有四种方法。

方法一：U盘安装法，此方法速度较快，推荐使用。用刚刚准备的U盘插入前面USB接口，F2进入BIOS设置，到BOOT-HARD里面用+-号把刚U盘设置为第一启动顺序，设置BIOS启动方式。保存好之后耐心等待服务器启动进入大白菜启动菜单选择DISKGENS分区工作，进入里面可以看到一块SATA SSD硬盘，三块4TB SAS硬盘，把所有硬盘的分区全部删除清空。再重新启动继续进入U盘启动，选择自定义镜像安装，选择U盘里面拷贝的ESXI7.ISO文件进入ESXI系统安装（ESXI6.7以上，WINDOWS2016以上自带了H730网卡则直接用U盘制作工作制作一个WINDOWS的安装U盘启动即可安装系统。没有自带阵列卡驱动的如WINDOWS2012则需要通过F10进入LEF里面选择直接到OS中部署，这个时候会内存中先布置好阵列卡驱动再运行实体光盘或虚拟光盘的方式来安装系统。网上也有教程可以在系统光盘文件中注入驱动，但操作较复杂不推荐使用。）安装刚启动时显示按F+O键进入系统配置命令，在以有的cdromBoot runweasel后面加入一个空格输入 autoPartitionOSDataSize=16384（记得加一个空格，同时注意大小写一定要对，数字为1024的倍数，1024代表1GB，具处16384代表ESXI强制占用缓存为16GB而不是系统默认的120GB），之后回车，出现选择硬盘，选择安装到SSD-256G硬盘上面，到输入设置root密码的时候记得密码规则为大写字母+小写字母+符号+数字，可以设置为Admin@123准备工作连接IDRAC网卡，最后按F11安装，直到出现安装成功提示拔除移动存储、光盘的提示回车之后系统自动重新，这个时候可以拔掉U盘或拿出放置于光驱的光盘。

进入BIOS设置，设置刚刚安装系统的硬盘为启动盘，进入之后就出现ESXI登陆界面，按F2输入密码，修改管理网卡、网卡IP地址及开启SSH。即CONFIG NETWORD，用键盘空格键设置IPV4为最后一项STAIC静态IP地址，回车退出按ESC返回提示YES修改完成。进入主菜单的TURBO选项开台的，到XSHELL与SSH两处分别点回车开启XSHELL与SSH远程登陆功能。
方法二：用内网的一台安装有WINDOWS系统的电脑，下载360极速浏览器输入刚设置的IDRA CIP地址登陆远程控制台。在首页服务器右侧控制台处点设置控制台为HTML5，键盘鼠标自动连接，用户完全接受，启动控制台，需要安装ESXI系统则连接虚拟光盘为DBC.ISO（DBC.iso文件由大白菜软件右下解生成ISO文件生成），需要安装WINDOWS操作系统则连接虚拟光驱为相应的如WIN2016SR.ISO文件（到MSDN网站下载原版安装镜，不是PE的GHOST镜像文件，一定要是能光盘引导的镜像文件。WIN2016以上自带H730阵列卡驱动可以直接设置虚拟光驱引导安装，WIN2012、WIN7不带H730阵列卡，需要通过按F10的部署OS步骤来安装）。此时不关闭这个控制台，到主页面可以查看虚拟设备连接情况为已经连接即可。
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回到服务器管理页面中电源点热启动服务器后，切换到IDRAC控制台页面，上方有一个键盘选项，可以远程看到服务器的远程显示器画面，在进入开机画面出现F11提示时按屏幕上方虚拟键盘的F11进入启动管理则在启动项中就会有VIR VFLOOP与VIR OPTI DRIVE两个设备选项。选择相应设备虚拟光驱即VIR OPTIDRIVE启动即可（这个虚拟光盘就是我们刚刚连接的ISO文件，所以控制台这个页面在整个操作过程中不能关闭）。接下来的操作与方法一一样了。

方法三：WIN10系统直接用云净启动U盘，并到系统之家下载相应ISO文件，拷贝到U盘，设置U盘启动之后直接进WINPE安装系统，因为WIN10自带H730阵列卡驱动可以直接进入PE安装，如普通台式电脑安装WIN10一样，先对硬盘进入分区，直接PE上面恢复镜像安装即可，记得安装完成之后一定进入BIOS设置里面设置启动方式为EFI模式，不然启动不了WIN10系统。
方法四：对于系统比较小的如LINUX、群晖则可以安装系统到U盘，打开机箱盖，在RESLE2接口下方处有一个USB3.0接口卡，插入一个USB3.0 32G以上U盘（一定要USB3.0，2.0的U盘系统不认）。关机之后在前面板插入一个USB3.0的大白菜U盘启动盘（启动盘中提前下载好系统镜像文件到U盘的DBC目录下方）。再次进入BIOS设置，如要安装ESXI系统把启动方式为设为BIOS启动，开启主板的USB3.0启用。设置大白菜U盘为启动盘,并安装ESXI系统或LINUX系统到主板内接口上的U盘即可。安装完成之后拔出大白菜启动U盘并设置刚安装好系统的U盘为引导盘即可。需要注意的是这只针对单一一台服务器安装一个操作系统，因为ESXI主机默认不支持U盘引导的系统可以加载数据存储，假如把阵列卡直通为虚拟机，会导虚拟机无法找到数据存储空间安装位置，所以要直通阵列卡的话推荐采用NVME硬盘作为引导盘，并在NVME硬盘上新建小的数据存储以安装NAS、爱快等小型虚拟机，之后开启阵列卡直通给NAS虚拟机之后再在NAS中新建ISCSI共享存储，后面安装大型的虚拟机如WINDOWS则可以用这个NAS的ISCSI存储安装在这个共享存储上面即可。
3、我们此次实验的是3块4TBSAS做硬盘直通，ESXI7.01U1版本安装机器内置SATA接口的一块SSD硬盘上。再在这个SSD硬盘上因为有自带存储空间安装一个群晖NAS，并对对阵列卡上的三块4TBSAS作直通RDM硬盘方式全部加入群晖NAS，再到群晖NAS里面开启ISCSI TRAG连接，到ESXI主机里面连接ISCSI硬盘再新建数据库，以后所有的虚拟机直接安装在共享NAS ISCI上面方便管理。如何开启群晖ISCSI详细见教程。进入ESXI系统之后关于如何在虚拟机直通硬盘的操作详见网络教程ESXI如何直通硬盘、网卡等硬件资源。
参考资料：

1、下载RUFUS 盘刻录工具 写入ISO镜像到U盘 F11选择U盘安装 镜像去MSDN下载

 http://note.youdao.com/noteshare?id=1d9a5e5df4119ee16edfaf6cbf3e1af5&sub=D597D5ACDE9B42E798EFB9BA56713949  

  安装系统教程

https://dl.dell.com/topicspdf/poweredge-r730_owners-manual2_zh-cn.pdf     r730使用说明

https://blog.csdn.net/qq_50263172/article/details/115454596

IDRAC设置及安装操作系统：在浏览器中输入idrac管理口IP地址,dell R730 默认用户名：root，密码：qmZjQkFFNLx63sTV 密码2：calvin,也可以是自己设置的密码。

下载360极速浏览器，插件类型改为：HTML5访问方式可以正常访问，也可以本地访问，安装兼容DELL R730的3BULD版JAVA运行环境，到JAVA控制面板中，案全中添加IDRAC网址为例外安全的站点。再到刚刚的虚拟控制台设置里面改为插件类型：JAVA即可。
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